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LEB-003A
575/1200 Watt Electronic Ballast (Lightstar)

The 575/1200 Watt Electronic Ballast can handle 
flicker-free shooting up to 10,000 fps. The LEB-003A 
automatically identifies whether the lamp head is 575W 
or 1200W. With its durable coating and industrial 
connectors, the 7-meter long Head to Ballast cable 
enables it to endure the most demanding environments 
with ease. Best of all, not only is it much smaller and 
lighter than the standard magnetic ballast, but it also 
increases bulb life by at least 20%!

Special Features
•	 Automatically detect 575W or 1200W lamp head

•	 Constant Output power and color temperature for flicker-free shooting

•	 Lighter and smaller compared to magnetic ballasts

•	 Dim lights between 50% or 100%

•	 Studio Lighting

•	 Field Lighting

•	 Specialty Lighting

LEB-003A | 575/1200 Watt Electronic Ballast (Lightstar) | UPC Code: 847983021406
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LEB-003A

What’s Included
Optional Accessories1 x 575/1200 Watt Electronic Ballast

1 x 7m Head to Ballast Cable LSC-002

LSC-003

575 Watt HMI Fresnel Head Includes Barn Doors (Lightstar)

1200 Watt HMI Fresnel Head Includes Barn Doors (Lightstar)

Features you need, Prices you want.

Powerful Electronic Ballast

Head to Ballast Cable

Increase Bulb Life

The 575/1200 Watt electronic ballast provides flicker-
free shooting up to 10,000 fps.

The heavy-duty 7-meter ballast cable extends far enough 
for you to place the light away from the ballast.

The 575/1200 Watt electronic ballast increases bulb life 
by at least 20% when compared to magnetic ballast.

Specifications
Dimming 50-100%

Dimensions 12.2 x 7.3 x 7.9 in
Weight 16.7 lbs

Input Voltage 90-125VAC; 180-250VAC
IP Class IP22

Shipping Specifications
Shipping Dimensions 16 x 10 x 10 in.

Shipping Weight 18 lbs


