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LSP-001
1200 Watt HMI PAR Head (Lightstar)

The Lightstar 1200 Watt HMI PAR Head delivers crisp, 
clear, and balanced daylight.  A hot light won’t be an issue 
as the aluminum alloy chassis provides quick heat release. 
It also comes with a five lens set that allows you to focus 
in any direction to capture the best shot. Along with the 
included barn doors, this light is perfect for your day-to-
day production needs. 

Special Features
•	 Corrosion resistant aluminum alloy light fixture

•	 Easily operate with adjustable focusing knob

•	 Optional external lenses

•	 5 Lens set for Spot, Narrow Flood, Flood, Super Flood, and Frost

•	 Barn Doors Included

•	 Studio Lighting

•	 Field Lighting

•	 Specialty Lighting

LSP-001 | 1200 Watt HMI PAR Head (Lightstar) | UPC Code: 847983020218
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What’s Included
1 x 1200 Watt Fixture Head
1 x Barn Doors
1 x Gel Holder
1 x Yoke
1 x Five Lens Set

Features you need, Prices you want.

Aluminum Alloy Fixture

5 Lens Set

High Output Efficiency

Barn Doors Included

The heavy-duty aluminum alloy light fixture enables 
heat to dissipate much faster. 

The five lens set provides all the control you need for any 
PAR light.  It includes these types of lenses: Spot, Flood, 
Narrow Flood, Super Flood, & Frost.

The output efficiency is greater than 90% with special 
parabolic reflector.

The large barn doors allow you to easily shape and cut 
the light as needed.

Optional Accessories
LEB-003A

KCP-703

575/1200 Watt Electronic Ballast (Lightstar)

Stage Clamp with 16mm Stud

Specifications
Beam Angle 6°-42°

Build Material Aluminum

Color Temperature 5600K

Control Focus Knob

Fixture Size 27.2 x 16.5 x 18.2 in.

Fixture Weight 35 lbs

IP Class IP23

Lamp Base 1200W / 100V / G38

Lens 10"

LUX: (Flood) 3m: 22000 lux
5m: 7900 lux

10m: 1980 lux

LUX: (Spot) 3m: 183000 lux
5m: 66000 lux
7m: 16500 lux

Shipping Specifications
Shipping Dimensions 20 x 18 x 21 in.

Shipping Weight 39 lbs


