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PD3-B
Remote Air Mini Single Channel Wireless Follow Focus (PD Movie)

By incorporating App interface control with the 
Remote Air Mini, the results are both unique and 
extremely convenient! PD Movie has combined 
your favorite wireless lens control elements into this 
app to make it even more powerful. All you need to 
do is download it from the App store and connect 
via bluetooth technology to enjoy a list a benefits. 
The new Remote Air Mini is equipped with a thin, 
light, strong, and highly accurate brushless motor. 
You can hardly hear any noise even at high-speed 
rotations! The strong force can easily drive many 
professional camera lenses such as Angénieux, Arri 
Ulta and Cooke Optics.

Special Features Recommended For

PD3-B | Remote Air Mini Single Channel Wireless Follow Focus (PD Movie) | UPC Code: 847983018079
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•	 Compatible with Apple iPhone 6, 6s, 6 Plus, 6s Plus, and 
iPod Touch

•	 Lightweight 0.4 lb (182g) 0.8 gear pitch motor
•	 Expandable to 3 Motors (Sold Separately)
•	 Motor mounts to either 19mm rods or 15mm rods (with 

included adapter)
•	 Communicates through Bluetooth 4.2 Wireless
•	 Operated with the PD Movie Remote Air App

•	 1st ACs (Focus Puller)
•	 Camera Operators
•	 Cinematographers
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Accessories

Features you need, Prices you want.

German-Engineered Brushless Motor

Stable Signal Transmission

Convenient Software Upgrades

Manual Marking

Extended Functionality

Intelligent Auto Zoom

Automatic Lens Data Backup

What’s Included

This thin, light, strong, quiet, and highly accurate 
brushless motor can easily drive many professional 
camera lenses such as Angénieux, Arri Ulta and Cooke 
Optics.

Low power Bluetooth connectivity to achieve faster 
data transmission and immediate response. Maximum 
Transmission distance is recommended at 20 meters 
to maintain stable connectivity.

What sets the Remote Air Mini apart from the 
competition is its App touch control operation. Whether 
it’s the iPhone, or iPod Touch, you can wirelessly 
download the iOS version of the app for free.

Marking is simple, fast and extremely accurate with a 
0.01% margin of error.

Connect two or more motors and even set them on the 
same channel to support a 3D shoot!

Simply set the zoom range and the required time to run 
during a live shot. Based on the parameters you set, 
the device will do the rest of the work!

The Remote Air Mini will automatically store lens data 
for registered members. Quickly upload data to servers, 
and download saved data on any device.

1 x 19mm Rod Clamp
1 x 19mm to 15mm Adapter Ring
1 x D Tap to 6-Pin LEMO Power Cable
1 x Remote Air Bluetooth Motor

PD3-B
Specifications

Shipping Dimensions 1.8 x 6.3 x 6.3 In. / 46 x 161 x 161mm

Shipping Weight 2 lbs / 9.7g

Remote Air Bluetooth Motor
Weight 0.4 lb / 182g

Dimensions 0.42 x 0.28 x 0.11 In. / 10.8 x 7.3 x 2.9mm

Torque 0.5 Nm Max

Working Voltage 12~18V

Gear Module 0.8

Gear Teeth 40

Noise <28 Db

Wireless Transmission Bluetooth 4.2

Transmission Distance 65.6 ft / 20M

Remote Air App
System iOS

Version 8.4 or higher

Screen Adaptation 5.5 In., 4.7 In., 4 In., 3.5 In. 

D-Tap to 6-Pin Lemo Power Cable
Weight 0.14 lb / 63g

Length 20 In. / 508mm

PD3-M

PD3-MC

PD3-ANT

IB-L130A

IB-L130S

BMC-PBK-1

BMC-PBK-QS

Remote Air Pro Slave Monitor

Remote Air Pro Motor Cable

Remote Air Pro Antenna

Gold Mount Professional Battery

V-Mount Professional Battery

BMC Over/Under Pro Battery Rail Kit

BMC Quick Snap Pro Battery Rail Kit


