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CONDITIONS OF WARRANTY SERVICE
    • Free service for one year from the day of purchase if the problem is caused by manufacturing errors.
    • The components and maintenance service fee will be charged if the warranty period has expired.

    Free Service will not be Provided in the Following Situations: (* Even if the product is still within the warranty period.)
        • Damage caused by abuse or misuse, dismantling, or changes to the product not made by the company.
        • Damage caused by natural disaster, abnormal voltage, and environmental factors etc.



What’s Included:
     1 x Advanced HDMI to SDI Converter
      1 x Power Cord
      1 x AC Adapter

SPECIFICATIONS:

Video Input                  1 x HDMI (HDCP v.1.1), 19pin Female
Video Output                  2 x SDI (BNC Port)
Audio Input                  Audio Input Port (Stereo 3.5 pi)
HD Format Support 1920x1080 - 60p/59.94p/50p
                                   1920x1080 - 60i, 59.94i, 50i, 30p, 29.97p, 25p, 24p, 23.98p
                                   1280x720   - 60p, 59.94p, 50p
SD Format Support NTSC, PAL
Power Requirement 4DC (7V-24V) or AC Adapter (100 ~ 230V, 50Hz/60Hz)
Power Consumption 6W
Operation Temperature (-10°C ~ 40°C) (14°F ~ 104°F)
Operation Humidity 20% ~ 80% RH
Product Dimensions 4.6 x 3.9 x 1.4" (116.8 x 99 x 35.5mm)
Product Weight                 .8 lb (.362 Kg)
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